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backlight controlling section controls a light emission lumi-
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a mean luminance of a video displayed on a screen in accor-
dance with an increase or decrease of the mean luminance of
a video signal after correction with respect to a mean lumi-
nance of the video signal.

3 Claims, 7 Drawing Sheets

VIDEO DISPLAY CONTROL DEVICE L1 12

VIDEO ~

) PROCESSINGLSI 44 12 DSPLAY
~ ~ ~ 121
v | |owracremstc| v | viEosiena V1 {j
SOORE »| " DETECTING PROCESSING o SoREEN
SECTION SECTION
A
BACKLIGHT
1" AMOUNT OF F
CHARACTERISTIC
GROUPF 122

y

AMOUNT OF
CORRECTION
GROUPC

131

L
CONTROL DATA GENERATING SECTION BACKLIGHT SOATROLLNG

14




US 9,124,851 B2
Page 2

(51) Int.CL

GO2F 1/133 (2006.01)

G09G 3/34 (2006.01)

GO2F 1/1335 (2006.01)

HO4N 21/431 (2011.01)

HO4N 21/44 (2011.01)
(52) US.CL

CPC . GO09G 2320/066 (2013.01); GO9G 2320/0646
(2013.01); GO9G 2320/0673 (2013.01); GO9G
2330/021 (2013.01); GO9G 2360/16 (2013.01);
HO4N 21/44008 (2013.01)

(56) References Cited
U.S. PATENT DOCUMENTS
2004/0201562 Al* 10/2004 Funamoto et al. .............. 345/89

2006/0139270 Al 6/2006 Hong et al.
2006/0279523 Al  12/2006 Nitta et al.

2008/0117160 Al 5/2008
2009/0052774 Al 2/2009
2009/0135208 Al*  5/2009
2009/0167658 Al*  7/2009
2009/0304274 Al* 12/2009
2010/0053195 Al*  3/2010

Oka et al.

Yoshii et al.

Miura ooocoveereirieeiees 345/690
Yamane et al. . 345/89
Yoshii et al. ... ... 382/167
Harada et al. ................. 345/589

FOREIGN PATENT DOCUMENTS

JP 2002-156950 A 5/2002

JP 2006-145886 A 6/2006

JP 2009-129251 A 6/2008

JP 2008-160607 A 7/2008

JP 2009-205128 A 9/2009
OTHER PUBLICATIONS

Supplementary European Search Report for EP 11 81 9586, Sep. 27,

2013.

* cited by examiner



US 9,124,851 B2

Sheet 1 of 7

Sep. 1, 2015

U.S. Patent

LEL

N

NOILO3S ONILYHANTO VIVA TOHINOD

142
NOLLD3S y
ONITIONINOD LHOITHOVE
zel
AN
LHOITHOVE
NITOS  |e
7 LA
L1
Adsia
cl L~ U

N

(49"

A
JdNOY9
NOILO3HH0D
40 INNOWY
4dN0Y9
OILSIY3LOVHYHO Ll
40 INNOWY _L
A
NOILO3S NOILO3S

ONISSII0Ud ONILO313a |«
TYNOIS 03dIA A JILSIYILIVEYHO

N

LLL 1s79N1SS300%d

304N0S
O3dIA

03dIA

30IA3d TOYLNOI AV1dSIA O3dIA

\/\

[4

} Ol



US 9,124,851 B2

Sheet 2 of 7

Sep. 1, 2015

U.S. Patent

JONVNIANNT
40 NOILVAVHO

-t

aGe
_

aNOoI93y

¢

6l 4 4
| |
' ONOID3Y + dNOIDIY

9

+ VNOIO3Y

N\

.

¢ Ol

v

aH

VH

OH
aH

NWYHOOLSIH
40 ANTVA



US 9,124,851 B2

Sheet 3 of 7

Sep. 1, 2015

U.S. Patent

veES

<

g >

TIVNDIS TOHINOD FONVYNINNT ANV
3 dNOYO INNOWY NOILO3HH0D 1Nd1NO

A

€EeS

(11dV-1dV=) 1S 14IHS 40 LNNOWY J1VINITVI

J §

cES

LATYNOIS O3dIA 40 171dV JONVYNINNTNVYIN 31VINOTVD

s

1ES

NOI93d HIV3 40 WVHOOLSIH 40 INTVA 40 ANLINOVIN HLIM
JONVYAHOIIV NI A TYNDIS O3AIA 40 JILSI¥3LIVHYHI YININYO

ONILOFHHOD d04 3 dNOYO NOILOFHHOI 40 LNNOWY FLVHINTO

p

1UVIS v

& Ol4



US 9,124,851 B2

Sheet 4 of 7

Sep. 1, 2015

U.S. Patent

GGZ 261 8zl 19
JONYNIANT 1 | | |
JONOILYAYED  ANOIDIY © ONOID3IY : gNOIDIY + ¥YNOIDIY 0
-l
(1 3d01S=)
NOILOIHHOD I40439
OILSIYALOVEVHO VWNYD --{.___
NOILOTIHHOD Y314V
DILSIYILOVHEVHI YIWAIYD
Y

aH

VH

OH
aH

NWYHOOLSIH
40 ANTVA



US 9,124,851 B2

Sheet S of 7

Sep. 1, 2015

U.S. Patent

veS

VEES

Vees

LES

0€s

< M >

1IYNDIS TOHLNOD JONVNIANNTANY
3 dNOYO NOILOZHHOD 40 LNNOWY LNd1NO

b

(21dV-1dV=) ZS LdIHS 40 LNNOWY 3LYTINDTVD

LATTYNSDIS O3dIA 40 271dY JONVNIANNT NYIA 3LYTNOTVO

NOID3H HOV3 40 INYHOOLSIH 40 INTVA 40 JANLINOVIN HLIM
FONVAHOIIV NI A TYNOIS O3AIA 40 JILSIHILIVHYHI YINNYO
ONILOFHHOD HO4 3 dNOYO NOILOFHHOD 40 LNNOWY 3LVHANIO

O 0LV SNOIO3H OL d NOIO3Y
40 FONVY JINYNAQ 40 1HVd 31VO0TIV

< mws >

G Ol4



US 9,124,851 B2

Sheet 6 of 7

Sep. 1, 2015

U.S. Patent

ccz 261 ord) b9
JONVYNIANT _ ! ! !
JONOIYOVEO | GNOIOZY | ONOI9F | ENOIOFM | VNOIORH
- \
11dY — P
=~
OILSINTLOVHVHO YWAYO //w o - 21dv
0£S SSI00YUd ONINYOLYId ¥ILAY
DILSIYILOVEVHD VWAV
y

aH

VH

OH
aH

WYHOOLSIH
40 ANTVA



US 9,124,851 B2

Sheet 7 of 7

Sep. 1, 2015

U.S. Patent

WYYOOLSIH 40 dH INTVA

cul

o
«

..................... %01

%0t

v

a NOI93Y NOY4 SNOIDFY ¥3HLO
0L IONVY JINYNAQ 40
(%) 3LVY ONILYDOTTY

/Z 9ld



US 9,124,851 B2

1
VIDEO-DISPLAY CONTROL DEVICE FOR
CORRECTING A VIDEO SIGNAL AND
CONTROLLING A BACKLIGHT

TECHNICAL FIELD

The present invention relates to a video display control
device that controls a contrast of a video displayed on a
display and a light emission luminance of a backlight.

BACKGROUND ART

In a conventional display, it is common that a contrast of a
displayed video or a light emission luminance of a backlight
is adjusted by a manual operation of an user. In recent years,
a method of dynamically controlling a contrast of a displayed
video and a light emission luminance of a backlight in accor-
dance with an input video signal varying with the lapse of
time has been proposed in order to improve image quality or
reduce consumption power (see, for example, Patent Docu-
ment 1). In accordance with the above method, reduction of
consumption power can be achieved while raising a contrast
of a displayed video.

PRIOR ART DOCUMENTS
Patent Documents
Patent Document 1: JP-A-2006-145886

SUMMARY OF INVENTION
Problems that the Invention is to Solve

However, since controlling of a contrast of a displayed
video and a light emission luminance of a backlight is per-
formed on the basis of a maximum luminance of a display in
the above method, the effectiveness is sometimes lowered in
an actual video in which white characters such as captions,
tickers or the like are partially superimposed.

The purpose of the invention is to provide a video display
control device that can achieve improvement of a contrast and
reduction of consumption power even when am amplitude of
a video signal is equal to a width of a dynamic range.

Means for Solving the Problems

In order to achieve the above purpose, a video display
control device according to the invention is configured to
control displaying of a video on a display having a screen and
a backlight for emitting light toward the screen. The video
display control device includes a characteristic detecting sec-
tion that detects a mean luminance of a video signal input to
the video display control device and a value of a histogram
relating to a luminance, a control data generating section that
generates control data for correcting the video signal based on
values detected by the characteristic detecting section, a
video signal processing section that corrects the video signal
based on the control data generated by the control data gen-
erating section and outputs the corrected video signal to the
display, and a backlight controlling section that controls a
light emission amount of the backlight based on a difference
between the mean luminance of the video signal and a mean
luminance of the corrected video signal. The control data
generating section generates control data which is adapted to
cause the video signal processing section to perform correc-
tion of allocating a dynamic range of a high gradation region
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2

of the video signal to a low gradation region of the video
signal. The backlight controlling section controls a light
emission luminance of the backlight so as to cancel an
increase or decrease of a mean luminance of a video displayed
on the screen in accordance with an increase or decrease of
the mean luminance of the corrected video signal with respect
to the mean luminance of the video signal.

Advantage of the Invention

In accordance with the video display control device of the
invention, a dynamic range of a high gradation region is
allocated to a low gradation region and a light emission lumi-
nance of the backlight is controlled so as to cancel an increase
or decrease of a mean luminance of a video to be displayed on
a screen in accordance with an increase or decrease of a mean
luminance of a video signal caused by the allocating. There-
fore, it is possible to achieve improvement of a contrast and
reduction of consumption power while maintaining a visual
brightness of a video at a roughly constant level even when an
amplitude of a video signal is equal to a width of a dynamic
range.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram showing structures of a video
display control device and its peripherals according to an
embodiment of the invention.

FIG. 2 is a schematic view showing an example of a histo-
gram.

FIG. 3 is a flowchart showing an operation of a control data
generating section 131.

FIG. 4 is a graph showing examples of gamma character-
istics pre and post correction of a video signal based on a
value of the histogram shown in FIG. 2.

FIG. 5 is a flowchart showing an operation of the control
data generating section 131, which is developed from the
example shown in FIG. 3.

FIG. 6 is a graph showing an example of a gamma charac-
teristic after correction based on the value of the histogram
shown in FIG. 4 and an example of a gamma characteristic
after correction based on a value of a histogram obtained after
performing a process of step S30.

FIG. 7 is a graph showing an example of an induction
reference of an amount (a rate) of a dynamic range to be
allocated to other regions from a region D.

MODE FOR CARRYING OUT THE INVENTION

FIG. 1 is a block diagram showing structures of a video
display control device and its peripherals according to an
embodiment of the invention. As shown in FIG. 1, a video
source 2 such as a DVD player or the like is connected to an
input side of the video display control device 1 and a display
12 is connected to an output side thereof.

The display 12 is, for example, a liquid crystal display and
is provided with at least a screen 121 and a backlight 122. A
video according to a video signal V1 transmitted from the
video display control device 1 is displayed on the screen 121.
Thebacklight 122 is disposed at aback side of the screen 121,
and applies light toward the screen 121 in order to display a
video. Incidentally, a light emission luminance of the back-
light 122 is controlled by the video display control device 1.

The video display control device 1 is provided with a video
processing [.SI 11, a control data generating section 131 and
a backlight controlling section 14. The video processing [.SI
11 applies a predetermined processing to a video signal V
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received from the video source 2, and outputs a video signal
V1 after processing to the display 12. The video processing
LSI 11 has a characteristic detecting section 111 and a video
signal processing section 112.

The characteristic detecting section 111 calculates an
amount of characteristic group F of a video represented by the
video signal V. The characteristic detecting section 111 out-
puts the calculated the amount of characteristic group F to the
control data generating section 131. The amount of charac-
teristic group F is information including a mean luminance
APL of the video signal V and a value of a histogram. In
addition, the characteristic detecting section 111 outputs the
video signal V to the video signal processing section 112 at its
post-stage.

The mean luminance APL is a value obtained by dividing a
total sum of luminance values of pixels in one frame indicated
by the video signal V by a total number of pixels in the frame.
The value of the histogram is a parameter indicating a gradi-
ent distribution of luminance in one frame of the video indi-
cated by the video signal V. FIG. 2 is a schematic view
showing an example of a histogram. In the embodiment, as
shown in FIG. 2, a luminance level is represented by 256
gradations (8 bits) from O to 255. The characteristic detecting
section 111 divides 256 gradations indicating a luminance
level of each of pixels forming one frame into four regions A
to D and detects a value of a histogram of each of the regions.

In the descriptions below, a value of a histogram of the
region A (gradations 0 to 63) is represented by HA, a value of
a histogram of the region B (gradations 64 to 127) is repre-
sented by HB, a value of a histogram of the region C (grada-
tions 128 to 191) is represented by HC, and a value of a
histogram of the region D (gradations 192 to 255) is repre-
sented by HD.

The video signal processing section 112 corrects the video
signal V on the basis of the amount of correction group C
received from the control data generating section 131. The
video signal processing section 112 outputs the corrected
video signal V1 to the display 12. An amount of correction
group C is a parameter for correcting a gamma characteristic,
and the detail thereof will be described later.

The backlight controlling section 14 controls a light emis-
sion luminance of the backlight 122 providing the display 12
on the basis of a luminance control signal L. received from the
control data generating section 131.

The control data generating section 131 executes a pro-
gram stored in a memory (not shown) so as to generate the
amount of correction group C to be transmitted to the video
signal processing section 112 and the luminance control sig-
nal L to be transmitted to the backlight controlling section 14.
FIG. 3 is a flowchart showing an operation of the control data
generating section 131. Hereinafter, a contrast improving
process as a basic operation of the control data generating
section 131 is described with reference to FIG. 3.

As shown in FIG. 3, the control data generating section 131
generates the amount of correction group C for correcting the
gamma characteristic of the video signal V in accordance
with magnitudes of the values HA to HD of the histograms of
the video signal V included in the amount of characteristic
group F obtained from the characteristic detecting section
111 (step S31). The amount of correction group C includes
information indicative of slopes and intercepts of straight
lines of the respective regions A to D indicating the gamma
characteristic after the correction. Meanwhile, the four
straight lines indicating the corrected gamma characteristic is
referred to as “a line graph of gamma” in the descriptions
below.
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FIG. 4 is a graph showing gamma characteristics pre and
post correction of the video signal based on a value of the
histogram shown in FIG. 2. Controlling is performed such
that the gamma characteristic before processing represented
by one straight line indicated by a dotted line in FIG. 4 is made
to be the gamma characteristic (the gamma characteristic
after processing) formed of four straight lines in which the
slope of the region having the large value of the histogram is
made to be large and the slope of the region having the small
value of the histogram is made to be small in accordance with
the values of the histograms of the respective regions A to D.

When the gamma characteristic of the video signal V based
on the amount of correction group C is corrected, a dynamic
range of the region of which the value of the histogram is
relatively large, is enlarged, but a dynamic range of the region
of which the value of the histogram is relatively small, is
reduced. Therefore, the further the slope after the correction is
larger than the slope before the correction, the more the
dynamic range is enlarged, but the further the slope after the
correction is smaller than the slope before the correction, the
more the dynamic range is reduced.

Incidentally, as shown in FIGS. 2 and 4, in a case that
gradations 0 to 256 are divided into four regions A to D, the
slopes of the straight lines indicating the gamma characteris-
tics after the correction in the respective regions are calcu-
lated by using the following formulas. The characteristic
detecting section 111 calculates the slopes of the straight lines
of'the respective regions on the basis of the values HA to HD
of'the histograms of the video signal V included in the amount
of characteristic group F.

Slope of region A=HA/{(HA+HB+HC+HD)x64}
Slope of region B=HB/{(HA+HB+HC+HD)x64}
Slope of region C=HC/{(HA+HB+HC+HD)x64}

Slope of region D=HD/{(HA+HB+HC+HD)x64}

Next, the control data generating section 131 calculates a
mean luminance APL1 of the video signal V1 of which the
gamma characteristic is corrected, on the basis of the value of
the histogram included in the amount of characteristic group
F and the gamma characteristic after the correction (step
S32). Next, the control data generating section 131 calculates
a difference (an amount of shift S1) between the mean lumi-
nance APL1 of the video signal V1 and the mean luminance
APL of the video signal V on the basis of formula (1)
described below (step S33).

Amount of shift S1=4PL-4PL1 (€8]

Next, the control data generating section 131 outputs the
amount of correction group C including the slopes and the
intercepts of the line graph of gamma calculated in step S31 to
the video signal processing section 112 (step S34). The
amount of correction group C functions as a gamma correc-
tion parameter for the video signal processing section 112. In
addition, the control data generating section 131 outputs the
luminance control signal L indicative of the amount of shift
S1 calculated in step S33 to the backlight controlling section
14 (step S34).

The video signal processing section 112 corrects the video
signal V on the basis of the amount of correction group C
obtained from the control data generating section 131, and
outputs the video signal V1 after the correction to the display
12. In addition, the backlight controlling section 14 increases
or decreases the light emission luminance of the backlight
122 by the amount of shift S1 represented by the luminance
control signal L from its reference luminance value on the
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basis of the luminance control signal L. obtained from the
control data generating section 131.

In the embodiment, since the mean luminance is lowered
due to the correction of the video signal V in a case that the
amount of shift S1 is a positive value, the backlight control-
ling section 14 controls the backlight 122 so as to cause the
light emission luminance to be higher than the reference
luminance value by the amount of shift S1. On the other hand,
in a case that the mean luminance is increased due to the
correction by the video signal processing section 112, since
the amount of shift S1 becomes a negative value based on the
above formula (1), the backlight controlling section 14 con-
trols the backlight 122 so as to cause the light emission
luminance to be lower than the reference luminance value by
the amount of shift S1.

In accordance with the embodiment described above, the
256 gradations indicative of the luminance levels of the
respective pixels in the frame indicated by the video signal are
divided into the plurality of regions, and the gamma charac-
teristics of the video signal are corrected in such a manner that
the slope of the region of which the value of the histogram is
relatively large is made to be increased and the slope of the
region of which the value of the histogram is relatively small
is made to be decreased. Therefore, a wide dynamic range is
allocated to a portion of the luminance level occupying a large
area with respect to the screen. Therefore, even in a case that
an amplitude of the video signal is similar to a width of the
dynamic range because the video partially has white charac-
ters such as closed captions, tickers or the like superimposed
therein, the contrast of the video can be improved without
causing harmful effect such as whiteout or the like.

In addition, the light emission luminance of the backlight
122 ofthe display 12 is increased or decreased on the basis of
the difference between the mean luminance APL of the video
signal V and the mean luminance APL.1 ofthe video signal V1
of which the gamma characteristic is corrected. Therefore,
since the light emission luminance of the backlight 122 is
controlled in accordance with the mean luminance, it is pos-
sible to maintain a visual brightness of the video on the screen
121 at a roughly constant level even when the mean lumi-
nance is changed due to the correction of the gamma charac-
teristic.

FIG. 5 is a flowchart showing an operation of the control
data generating section 131 which is developed from the
example shown in FIG. 3. Hereinafter, a process of improving
a contrast and a process of reducing consumption power by
the control data generating section 131 are described with
reference to FIG. 5. The control data generating section 131
performs a process of allocating a part of a dynamic range
allocated to a region having the highest gradation to the other
ranges (step S30). In the example shown in FIG. 2, the control
data generating section 131 performs a process of allocating
a part of the dynamic range (the slope of the line graph of the
region D) to the regions A to C.

Meanwhile, an amount of the dynamic range to be allo-
cated from the region (the region D) having the highest gra-
dation to the other regions (the regions A to C) can be a
predetermined one, or one corresponding to a predetermined
rate of the dynamic range of the region D. In addition, a
distribution of the dynamic range to be allocated to each of the
other regions (the regions A to C) can be equalized or
weighted in a predetermined level.

FIG. 6 is a graph showing a gamma characteristic after
correction based on the value of the histogram shown in FIG.
4 and a gamma characteristic after correction based on the
value of the histogram obtained after performing the process
of step S30. In the example shown in FIG. 6, 40% of the
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6

dynamic range of the region D is distributed to the other
regions (the regions A to C). The dynamic range distributed
from the region D is distributed to the region A, the region B
and the region C by respective rates of 50%, 25% and 25%.
As shown in FIG. 6, by allocating the part of the dynamic
range of the region D to the regions A to C, the dynamic
ranges of the regions A to C are respectively increased. There-
fore, the value of the histogram of the region D is decreased
and the values of the histograms of the regions A to C are
increased. In this condition, the control data generating sec-
tion 131 performs the process of step 31 described with ref-
erence to FIG. 3. As a result, a mean luminance APL2 of the
video signal V1 corrected based on the amount of correction
group C generated in step S31, becomes higher than the mean
luminance APL of the video signal V. In other words, when
the dynamic ranges of the regions A to C are enlarged by
allocating the part of the dynamic range of the region D to the
regions A to C, the luminance of the pixels belonging to the
regions A to C are bit increased as a whole so that the mean
luminance of the corrected video signal V1 is increased.
Next, the control data generating section 131 calculates the
mean luminance APL2 of the video signal V1 of which the
gamma characteristic is corrected on the basis of the value of
the histogram changed in step S30 and the gamma character-
istic after the correction (step S32A). Next, the control data
generating section 131 calculates a difference (an amount of
shift S2) between the mean luminance APL.2 of the video
signal V1 and the mean luminance APL of the video signal V
in accordance with formula (2) described below (step S33A).

Amount of shift S2=4PL-APL2 2)

Next, the control data generating section 131 outputs the
amount of correction group C including the slopes and the
intercepts of the line graph of gamma calculated in step S31 to
the video signal processing section 112 (step S34). The
amount of correction group C functions as a gamma correc-
tion parameter for the video signal processing section 112. In
addition, the control data generating section 131 outputs the
luminance control signal L indicative of the amount of shift
S2 calculated in step S33A to the backlight controlling sec-
tion 14 (step S34).

As shown in FIG. 6, the mean luminance APL2 of the video
signal V1 to which the distribution of the dynamic range (the
process of step S30) is applied, is higher than the mean
luminance APL1 of the video signal V1 to which the above
process is not applied. Therefore, the amount of shift S2
becomes a value which is increased in a negative direction as
compared to the above described amount of shift S1. The
backlight controlling section 14 controls the backlight 122 so
as to decrease the light emission luminance to be smaller than
the reference luminance value by the amount of shift S2.
Consequently, the light emission luminance of the backlight
122 is decreased by the difference between the mean lumi-
nance APL2 and APL1 as compared to a case where the
process of step S30 is not performed.

In the above description, in accordance with the examples
shown in FIGS. 5 and 6, the dynamic range of the high
gradation region (the region D in the example shown in FIG.
2) is allocated to the low gradation regions (the regions Ato C
in the example shown in FIG. 2), and the light emission
luminance of the backlight 122 is decreased so as to cancel the
increased amount of the mean luminance of the video signal
generated in the above process. As a result, consumption
power of the backlight 122 can be reduced with maintaining
the visual brightness of the video on the screen 121 at a
roughly constant level.
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In addition, in contrast to a case where a linear gain is
merely applied to a video signal, since a gain having a non-
linear characteristic due to a line graph of gamma is applied to
the video signal, it is possible to achieve reduction of con-
sumption power with suppressing harmful effect in image
quality such as whiteout or the like.

Therefore, since both of the process of improving a con-
trast and the process of reducing consumption power are
performed, it is possible to achieve the reduction of the con-
sumption power and the improvement of the contrast with
maintaining the brightness of the whole screen at a constant
level.

Meanwhile, in order to prevent flopping caused by varying
of the parameter for gamma correction or the amount of shift
of the amount of correction group C by each frame of the
video, the video signal processing section 112 or the back-
light controlling section 14 can perform a process or a control
in response to the parameter for gamma correction or the
amount of shift via a low-pass filter.

In the above description, since the gradations are divided
into four regions, the line graph of gamma has four straight
lines. However, the number of regions is not limited to four
but can be two or more. Therefore, the line graph of gamma is
formed of straight lines of which the number is the same as
that of the regions.

In addition, the control data generating section 131 can
change an amount of a dynamic range to be allocated to other
regions from a high gradation region in accordance with a
value of a histogram of the high gradation region. When
controlling of decreasing the light emission luminance of the
backlight 122 is performed by allocating a part of the dynamic
range of the high gradation region to the other regions, a
visual brightness of a low gradation region is roughly main-
tained at a constant level, but a peak luminance in the vicinity
of a portion of white 100% is lowered. Therefore, a visual
brightness in a scene including many bright pixels may be
possibly lowered. However, by reducing an amount (a rate) of
a dynamic range to be allocated to other regions from a high
gradation region in a scene having many bright pixels, the
visual brightness can be maintained at a constant level even in
the scene having many bright pixels.

In step S30, the control data generating section 131
decreases the amount (the rate) of the dynamic range to be
allocated to the other regions from the region D in a case that
the value HD of the histogram of the region D is large, but
increases the amount (the rate) of the dynamic range to be
allocated to the other regions from the region D in a case that
the value HD of the histogram of the region D is small.

FIG. 7 is a graph showing an example of an induction
reference of the amount (the rate) of the dynamic range to be
allocated to the other regions from the region D. As shown in
FIG. 7, the control data generating section 131 allocates 10%
of'the dynamic range of the region D to the other regions in a
case that the value HD of the histogram is larger than a second
threshold value Th2, but allocates 40% of the dynamic range
of'the region D to the other regions in a case that the value HD
of'the histogram is smaller than a first threshold value Thl. In
addition, in a case that the value HD of the histogram is larger
than the first threshold value Th1 and smaller than the second
threshold value Th2, the control data generating section 131
allocates 10 to 40% of dynamic range of the region D to the
other regions, the higher the value HD of the histogram is, the
smaller the rate is. However, in a case that the value HD of the
histogram is larger than the first threshold value Thl and
smaller than the second threshold value Th2, the control data
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generating section 131 can allocate a fixed rate of the dynamic
range of the region D to the other regions, the fixed rate being
between 10% to 40%.

While the invention is described in detail by referring to a
specific embodiment, it is understood by those of ordinary
skill in the art that various modifications and changes can be
made without departing from the sprit and scope of the inven-
tion.

This application is based on Japanese Patent Application
(JP-2010-189003) filed on Aug. 26, 2010, the contents of
which are incorporated herein by reference.

INDUSTRIAL APPLICABILITY

The video display control device according to the invention
is suitable for a control device or the like of a liquid crystal
display that displays a video according to a video signal.

DESCRIPTION OF REFERENCE NUMERALS
AND SIGNS

1 video display control device

11 video processing LSI

111 characteristic detecting section
112 video signal processing section
12 display

121 screen

122 backlight

131 control data generating section
14 backlight controlling device

2 video source

The invention claimed is:

1. A video display control device that controls displaying
of a video on a display having a screen and a backlight for
emitting light toward the screen, the video display control
device comprising:

a characteristic detecting section that detects a mean lumi-
nance of a video signal input to the video display control
device and a value of a histogram relating to a lumi-
nance;

a control data generating section that generates a control
data for correcting the video signal based on values
detected by the characteristic detecting section;

a video signal processing section that corrects the video
signal based on control data generated by the control
data generating section and outputs a video signal after
correction to the display; and

a backlight controlling section that controls a light emis-
sion amount of the backlight based on a difference
between the mean luminance of the video signal and a
mean luminance of the video signal after the correction,

wherein the control data generating section generates con-
trol data which is adapted to cause the video signal
processing section to perform correction of allocating a
dynamic range of a high gradation region of the video
signal to a low gradation region of the video signal,

wherein the backlight controlling section controls a light
emission luminance of the backlight so as to cancel an
increase or decrease of a mean luminance of video dis-
played on the screen in accordance with an increase or
decrease of the mean luminance of the video signal after
the correction with respect to the mean luminance of the
video signal,

wherein in correction of allocating the dynamic range of
the high gradation region to the low gradation region, the
control data generating section determines an amount or
a rate of the dynamic range of the high gradation region
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allocated to the low gradation region in accordance with
the value of the histogram of the high gradation region,
and

wherein in the correction of allocating the dynamic range

2.

of'the high gradation region to the low gradation region,
the control data generating section increases an amount
or a rate of the dynamic range allocated to the low
gradation region in a case that the value of the histogram
of'the high gradation region is smaller than a first thresh-
old value, and decreases the amount or the rate of the
dynamic range allocated to the low gradation regionin a
case that the value of the histogram of the high gradation
region is larger than a second threshold value.

The video display control device according to claim 1,

wherein the control data generating section decreases the

more the amount or the rate of the dynamic range allo-
cated to the low gradation region in accordance with a
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magnitude of the value of the histogram of the high
gradation region, in a case that the value of the histogram
of the high gradation region is larger than the first thresh-
old and is smaller than the second threshold value.

3. The video display control device according to claim 1,
wherein the control data indicates a gamma characteristic

of the video signal after correction performed by the
video signal processing section, the gamma characteris-
tic being determined in accordance with a relative mag-
nitude of a value of a histogram of the high gradation
region and the value of the histogram of the low grada-
tion region, and

wherein the gamma characteristic of the video signal after

the correction has a feature that the slope of the region of
which the value of the histogram is relatively large, is
made larger than the other.

#* #* #* #* #*



